
CALIFORNIA REGIONAL WATER QUALITY CDNTROL OOARD
SAN FRANCISCD BAY REGION

ORDER NO. 88-079

WASTE DISCHARGE REQUIREMENTS FOR:

ST. MICHAEL WINERY
IN NAPA CDUNTY

The california Regional Water Quality Control Board, San Francisco Bay
Region, (hereinafter called the Board) finds that:

1. The st. Michael winery (hereinafter called the Discharger) is
located at 3999 st. Helena Highway, approximately two miles
southeast of calistoga, in Napa County. The Discharger, on December
14, 1984 filed a Report of Waste Discharge with the Board relative
to the wastes treatment and disposal at the proposed 250,000-gallon
per-year winery with public tours and tasting. The Discharger was
subsequently required to study the potential environmental impact of
the proposed project in compliance with the california Environmental
Quality Act.

2 . The Discharger proposes to discharge the following wastes:

(a) Waste-Om consists of winery process wastewater resulting from
grape crushing, fermentation, aging, bottling, etc. for the
production of 100,000 cases of wine and champagne per year. The
annual waste generation rate is projected to be 1.25 million
gallons at the ultimate production level. Majority of the
wastewater is to be produced during the 60-day crushing season.

(b) Waste-002 consists of the domestic wastewater generated from
winery employees and visitors. Annual wastewater generation is
projected to be 378,000 gallons per year.

3. Combined winery process wastes and domestic wastes will be screened
and settled prior to being pumped to two aeration ponds located at
the northeast corner of the winery property, with a total surface
area of approximately 30,000 square feet. 'The two aeration ponds
will be sealed to serve as holding ponds during the entire 6-month
wet weather season. During dry weather period, effluent from the
aeration ponds will flow by gravity to two evaporation/percolation
ponds for disposal. 'The percolation ponds are located along the
southeast border of the winery property, having a total surface area
of 30,500 square feet and two feet in depth. Solids or sludge
produced at the winery will be taken to sanitary landfill for
disposal.

4. A seasonal stream, Nash Creek, flows east-northeast through the
winery property and eventually discharges to the Napa River.
Minimum distance between the percolation ponds and the Nash Creek is
more than 700 feet. Attachment A is a location map and is hereby
made a part of this Order.
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